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ZERTIFIKAT ¢ CERTIFICATE o

Product Service

CERTIFICATE

No. Z214 11 53696 01509

Holder of Certificate: Kompan A/S
C.F. Tietgens Boulevard 32C
5220 Odense S@
DENMARK

Certification Mark:

Product: Playground equipment

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition the certification holder must not transfer the certificate
to third parties. See also notes overleaf,

Test report no.: 713036889-35

Valid until: 2019-11-11
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Date, 2014-11-13 ( Harald Bardowicks )
Page 1 of 2

TUV $0D Product Service GmbH - Zertifizierstelle - RidlerstraBe 65 - 80339 Miinchen - Germany TV



A1 0411

|_
=T
[ s )
™™
=
= o
L
[ )
L 2
o
a
T
[ )
:
—
o
LiJ
[ )
&
-
<<
~
<
o
<
|_
(= 18
Lil
[ e )
L
o
.

T

7]
o o

ZERTIFIKAT ¢ CERTIFICATE ¢

CERTIFICATE

Product Service

No. Z2 14 11 53696 01509

Model(s):

Parameters:

Tested
according to:

Production
Facility(ies):
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MSC540100P, MSC540200P, MSC540201P, MSC540202P,
MSC540300P, MSC540301P, MSC540400P, MSC540400,
MSC540401P, MSC540402P, MSC540500P, MSC540600P,
MSC540700P, MSC540800P, MSC540900P, MSC541000P,
MSC541100P, MSC541200P, MSC541300P, MSC541400P,
MSC541500P, MSC541600P, MSC541700, MSC541701,
MSC541702P, MSC541900P, MSC542000P, MSC542102P,
MSC542103P, MSC542200P, MSC542201P, MSC542300P,
MSC542301P, MSC542400P, MSC542401P, MSC542500P,
MSC542600P, MSC542700P, MSC542701P

Products consist of either one or two hot dip galvanized
bended steel tubes in size @38x2mm. Different shape
19mmHDPE panels are installed on these tubes and create the
visuality. The bended steel tubes create the stability in

the products. Either a product consist of only one bended
tube (only sold for supervised areas), a support leg for
more stability is linked to the basic frame. The "in-

between modules” are roofs, benches, disks, tunnel or nets,
Finally the stability in the fences, consist of two

vertical steel tubes. Slides are either stainless steel or
vacuum formed polyethylene. Different modules could be
linked together as a cluster.

DIN EN 1176-1:2008
EN 1176-1:2008
DIN EN 1176-3:2008
EN 1176-3:2008

63062

TUV 80D Product Service GmbH - Zertifizierstelle - Ridlerstrafie 65 - 80339 Miinchen - Germany



