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ZERTIFIKAT ¢ CERTIFICATE ¢

Product Service

CERTIFICATE

No. Z214 03 53696 01398

Holder of Certificate: Kompan A/S
C.F. Tietgens Boulevard 32C
5220 Odense S@
DENMARK

Certification Mark:

Product: Playground equipment

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition the certification holder must not transfer the certificate
to third parties. See also notes overleaf.

Test report no.: 713036889-12

Valid until: 2019-03-05

Dsdec
Date, 2014-03-05 ( Thomas Drucklieb )
Page 1 of 2

TOV SUD Product Service GmbH - Zertifizierstelle - RidlerstraBe 65 - 80339 Miinchen - Germany TOV



A1/04.11

=
<
(]
™
=
(a'ed
LLJ
(4 ]
2
o
(am ]
<t
[}
e
=5
o
LLl
D
L 2
=
<
"
<
S,
b
-
(=1
Lil
()
2
i
.

X1
o/l o

ZERTIFIKAT ¢ CERTIFICATE &

CERTIFICATE

Product Service

No. Z214 03 53696 01398

Model(s):

Parameters:

Tested
according to:

Production
Facility(ies):
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MSC6425P, MSC6426P, MSC6427P,
MSC6428P, MSC6429P, MSC6430P,
MSC6431P, MSC6432P, MSC6433P,
MSC6436P, MSC6437P, MSC6438P,
MSC6439P, MSC6440P

Construction consists of a large core and a small optional
core. Cores are made of straight and bended hot deep
galvanized steel tubes @ 48,3 mm x 3,2 mm. The horizontal
floor is made in HPL 18 mm and the curved is rubber coated
LDPE plates. On each facade, one out of a range of
different activities can be mounted; a straight module

plastic slide, a straight steel slide, a curly climber or a
fireman’s pole. A small core can be added. The large and
the small core are linked together with a crossing climbing
net.

DIN EN 1176-1:2008
EN 1176-1:2008
DIN EN 1176-3:2008
EN 1176-3:2008

63062
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